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•  本公司保留即時變更設計、規格、尺寸與功能等特性的權利。

•  Specifications, dimensions and desing characteristics are subject to change without previous notice.

型　號 Model ECE-600J

工件長度 Panel length 160 mm-UP

工件寬度 Planel width 65 mm-UP

工件厚度 Panel thickness 10~30 mm

邊材厚度 Banding material thickness 0.4~2 mm

送料速度 Feed speed 10~20 m/min

總馬力 Power 23 HP

淨　重 Net weight 2600 kgs

毛　重 Gross weight 3100 kgs

機械尺寸 Machine dimensions 6800 x 1200 x 1540 mm

包裝尺寸 Packing dimensions 7050 x 1060 x 1800 mm

機台配備表 Equipment List

斜邊成形 ( 雙鋸 ) Tilting side forming (double sawblades) 3 HP/5 HP at 3000 r.p.m (50 HZ)

單立軸預修 Single spindle pre-trimming 0.55 kw x 1 pcs

垂直佈膠 Vertical gluing

斜邊佈膠和進料 Tilting side gluing & feeding

邊條刻溝 Banding material grooving 0.35 kw x 1 pcs at 12000 r.p.m

垂直邊壓合和斜邊壓合 Pressing on vertical side and tilting side

前後修 Front and rear end cut 0.35 kw x 2 pcs at 12000 r.p.m

上倒角修 ( 平刀 ) Top trimming (Flat cutter) 0.55 kw x 1 pcs at 12000 r.p.m

下倒角修 ( R 刀 ) Bottom trimming (R cutter) 0.55 kw x 1 pcs at 12000 r.p.m

一組上刮刀 One set of top scraper

二組下刮刀(斜邊&部分斜邊) Two sets of bottom scraper (inclined side and partially inclined side)

上下布輪拋光 Top and bottom buffing wheel polishing 0.5 HP x 2 pcs at 1500 r.p.m (50 HZ)
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精心研發成功的奕展新一代自動貼邊機，是一部

多功能自動貼邊機。將斜邊與部份斜邊之貼邊作

業融合在一機。是當今櫥櫃門板與抽屜生產之新

利器。

The well designed automatic edge banding machine 
from E-CHAIN is a multi-function machine. It combines 
inclined and partially inclined edge banding functions 
in one. Its outstanding design makes it excellent for 
production of cabinet door and drawer.
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鋸片與粉碎刀機構

頭部可傾斜0~45˚傾斜，以利

斜邊成形作業。

增加一組斜邊佈膠及斜邊壓合機

構，可做45˚貼合以配合後續加

工。

SAWBLADE AND 
CRUSHING CUTTER 
MECHANISM

The head can be tilted 0~45˚, 
allowing for cutting tilting surface.

An additional set of tilting surface 
gluing and pressing mechanism 
provides 45˚ banding to suit the 
consecutive processing.
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Applicable Banding Materials: • 
PVC / ABS / Wood veneer...etc.

Edging thickness: 0.4~2 mm• 

適用邊條材質：PVC / ABS / 木薄片 . . .等•  

邊材厚度：0.4~2 mm•  
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ACCURATE, FAST, BEAUTIFUL
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1. 斜角成形

Bevel Angle

1. 雙鋸片斜角成形

Bevel Angle Cutting with Two Sawblades

2. 單立軸刀修邊

Single Spindle Pre-trimming

4. 斜端佈膠

Gluing On Tilting End

2. 斜端佈膠

Gluing On Tilting End

3. 垂直端佈膠

Gluing On Vertical End

7. 斜邊壓合

Pressing On 
Tilting Side

5. 邊條刻溝

Banding Material Grooving

9. 前後端修齊

Front and Rear End Cut

5. 前後端修齊

Front and Rear End Cut

6. 上下修(平刀)
Top and Bottom End 
Trimming (Flat cutter)

6. 上下倒角修

Top and Bottom Trimming
7. 上下刮刀

Top and Bottom Scraper

8. 上下布輪拋光

Top and Bottom Buffing Wheel Polishing

10. 上下倒角修

Top and Bottom Trimming
11. 上下刮刀

Top and Bottom Scraper
12. 上下布輪拋光

Top and Bottom Buffing Wheel Polishing

6. 邊條裁斷

Banding Material 
Cut-Off

3. 邊條裁斷

Banding Material Cut-Off

8. 垂直端壓合

Pressing On 
Vertical End

4. 斜邊壓合

Pressing On Tilting Side
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一鍵快速切換斜邊、部份斜邊工作流程動作斜邊、

部份斜邊工件加工轉換，只需從面板開關選擇切換 

，斜邊加工機構會依選擇前進或後退，無須再做任

何調整動作，大幅提升工作效率。
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斜邊加工流程圖

Inclined Side Processing 
Flow Chart

部份斜邊加工流程圖

Partially Inclined Side Processing 
Flow Chart

•  兩組上刮刀，一組斜邊用一邊直邊用。

•  Two sets of top scrapers. One set for tilting edge and one set for straight edge.

The operation panel provides a fast change between 
the inclined edge and partially inclined edge cutting 
by simply turning a selection switch on the operation 
panel. The inclined edge machining mechanism will 
move forward or backward according to the operator's 
selection, which requires no further adjustment. As 
a result, dramatic upgrading of machining efficiency 
can be obtained.

集中式面板控制器

Centralized Operation Panel
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